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Connect Gas Supply to Outlet:   
1) Connect flex tube or other suitable piping to outlet 

of control valve. 
2) Connect other end of tube to gas log burner inlet.  

Refer to instructions supplied with gas log burner. 
 A) Natural gas sets do not use an air mixer.   
 White sand is the pan filler. 

B) Propane use requires air mixer at burner 
inlet.  Black volcanic ash is the pan filler. 
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Flex tube to gas log burner 

Connect Pilot Tubing to Valve:  
Note: It may be necessary to cut the pilot tubing to fit the distance between the control valve and 
pilot location at the burner.  Measure twice, cut once.  Use a tubing cutter and debur before  
assembling. 

Pilot 
Fitting 

Figure 15 
Insert Pilot 
tubing through 
Pilot fitting 

Figure 16 
Tighten Pilot 
fitting with 
7/16” end 
wrench or  
adjustable 
wrench.  Push in 
on tubing while 
tightening. 

Determine Pilot Bracket Needed Based on Burner Type,  
then attach bracket to pilot assembly (if needed) using 10-32x3/8” bolt to threads of pilot bracket 
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F,FA,FX,FAX  
Flaming Ember 
Burner—Bracket as 
shown. 

CS,CA Custom Pan 
Burner—Bracket as 
shown. 

CXF, CXFA Custom Embers 
Pan Burner (Figure 13) and  
TNA Tipi/Andiron Burner 
(Figure 14) - No bracket needed.  
Attach directly to burner as 
shown.               


