
WARNING:
Improper installation, adjustment, alteration, service, or maintenance
can cause injury or property damage. Read the installation, operating,
and maintenance instructions thoroughly before installing or servicing
this equipment.

 Fire and Water Feature Option for Outdoor Use Only
 

TOP fire feature you must comply with the instructions included for the fire feature. 

The Feature must comply with TOP clearance and installation instructions 

                                                WARNING: FOR OUTDOOR USE ONLY *

Installation:
We suggest that our fire products be 
installed by professionals that are 
locally licensed by the authority 
having jurisdiction in gas piping

INSTALLER: Leave this manual with the appliance.
CONSUMER: Retain this manual for future reference. 

Service:
We suggest that our products be 
serviced by a professional certified in 
the US by the National Fireplace 
Institute (NFI) as NFI Gas Specialists.

THE OUTDOOR PLUS
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 General Information
Please carefully follow the instructions in this manual to prevent personal injury or property loss.  Instructions are 
updated as needed.  It is the installer’s responsibility to periodically review instructions for applicable updates. 

The steps listed as: 
 
WARNINGS:  Contains information critical to safe installation and operation of the Fire and Water.
WARRANTY REQUIREMENT: Must be strictly followed to qualify for product warranty. Warranty will be void if not followed.
IMPORTANT: Are notes and insights to help ensure product satisfaction and serviceability.

WARNING:  It is the installer’s responsibility to ensure a safe installation and to educate the end user as to proper operation.  Leave 
this manual with the end user.
WARNING:  Never alter product or configuration in any way.

WARNING:  It is the responsibility of the installer to follow ALL LOCAL CODES concerning the installation and operation of both 
the fire pit and water reservoir .  In the absence of local codes, please follow:

 Fixed piping system: The National Fuel Gas Code, ANSI Z223.1/NFPA 54 or International Fuel Gas Code.
 Electrical ground: The National Electrical Code, ANSI/NFPA 70.  

WARNING:  For units with the fire feature option only use gas/fuel type specified for this fire pit see label on the fire pit  Box.  
Verify correct gas/fuel type and pressure.  Never use an alternative fuel to include bio-fuel, ethanol, lighter fluid or any other fuel.

Gas pressure and type should be checked prior to use and installations.
   Natural Gas Fire Pit:

Supply Pressure: Minimum 3.5” W.C.; Maximum: 7.0” W.C.
Outlet Pressure: 3.5” W.C.

   LP Gas Fire Pit:
Supply Pressure: Minimum 8.0” W.C.; Maximum: 11.0” W.C.
Outlet Pressure: 10.0” W.C



WARRANTY REQUIREMENTS: Water Reservoir   media weight limitation is 60 lbs. maximum even distributed.

 Selecting the Location
WARNING: Using this water Reservoir with any kind of fire feature is for outdoor use only and must comply with the 
correct TOP fire pit instructions and clearances.    
WARNING: The water Reservoir must be supplied power via GFI protected circuits.
WARNING:   water   Reservoir   with the fire option refer to the correct fire pit installation instructions.
WARRANTY REQUIREMENT: The water   Reservoir   must  be  properly  drained   and winterized in areas that drop 
below freezing   temperatures.  (Section 8)
WARRANTY REQUIREMENT: Your location must have sufficient drainage to prevent damage to surrounding 
surfaces.  The Outdoor Plus does not warranty against drips or leaks and is not responsible for any damage.  It is the 
installer’s responsibility to ensure there is enough drainage to allow for maintenance, repair, winterization or leak of the 
.  Water Reservoir

IMPORTANT: Choose a location that allows easy access for installation and maintenance of the water reservoir   

 Construction of the Enclosure
WARNING:  For a  water  reservoir  with the fire option follow the correct fire pit instructions.
WARNING: The water reservoir   must be supplied power via GFI protected circuits
WARRANTY REQUIREMENT: The enclosure must be constructed on a stable surface.  
WARRANTY REQUIREMENT: The weight of the  water  Reservoir  must be supported properly 

WARRANTY REQUIREMENT: Your location must have sufficient drainage to prevent damage to surrounding 
surfaces. TOP does not warranty against drips or leaks and is not responsible for any damage.  It is the installer’s 
responsibility to ensure there is enough drainage to allow for maintenance, repair winterization or leak of the water 
reservoir   
WARRANTY REQUIREMENT: Do not rest or hang the enclosure on  the  water  reservoir .  The enclosure should be 
free standing.
IMPORTANT: Make sure    the   water reservoir  is level.  

 Installation of the Fire and Water Feature
WARRANTY REQUIREMENT: The water feature should be supported properly   when placed into enclosure. 
WARRANTY REQUIREMENT: Soft water is recommended. Hard water may cause premature failure of components 
and the pump.
WARRANTY REQUIREMENT: Never lift the unit by the TOP water or fire bowl, tower, or ring.  This will damage 
these parts.
WARRANTY REQUIREMENT: Ensure the water basin is able to be removed for regular service and maintenance. 
Never permanently mount in a way that it cannot be removed.
WARRANTY REQUIREMENT: Water reservoir tower weight limit is 900lbs maximum. 
WARRANTY REQUIREMENT: Water basin media weight limitation is 70 lbs. maximum evenly distributed.
WARRANTY REQUIREMENT: Do not exceed the  psi on your water supply.  This may damage the auto fill 

Installation:
We suggest that our fire products be installed by professionals that
are locally licensed by the authority having jurisdiction in gas
piping.  

Water Feature Clearances:



1) Position the  pump so they can be accessed in the future.
2) Prepare the site. 

a. Make sure the area is stable and level.
b. Ensure adequate drainage to allow for periodic maintenance and winterization that will not result in 

damage to the surrounding area.
c. Ensure electric is run to site on GFI circuit and complies with all codes by the authority having 

jurisdiction.
d. For fire option ensure there is correct gas type, plumbed to site, of sufficient BTU, install by a certified 

installer and inspected by the authority having jurisdiction.  Refer to the correct fire pit instructions. 
3) Open  the  crate  of  you r water feature  being careful not to damage the unit. 

a. Clean   the  water  reservoir  all debris left from the shipping crate.
4) Inspect your water reservoir  for any visual damage or defect.
5) Set water reservoir  in place.  This will require at least 2 people. 
6) Mount your water feature to the basin tower when applicable.

7) Level your water feature    
a. The adjustable legs may also be used for minor height adjustments. Do not adjust out more than 6.25” 

from the bottom of the flange to the bottom of the foot or the feature may collapse.(Figure 7)   
b. Make major height adjustments with block that is larger than the feet and sufficiently sturdy that there is 

not risk the unit will fall. 
c. Adjust the basin to level condition first. 
d. After the basin is level check the water feature for level.

i. If your water feature is made of copper it may be possible to make some leveling adjustment by 
carefully adjusting the bowl itself.



ii.If it is not possible to adjust the water feature then make the water feature level adjustments using 
the adjustable legs.


