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APPLIANCE DIMENSIONS FRAMING DIMENSIONS 

  

  

 

 

* Where applicable, add 6" for fresh air pipe and/or 
10" for forced air pipe to the width of the chase. 
When drywall panels or any other finishing 
material inside the chase around the fireplace is to 
be used, add its thickness to the measurement. 

** For height equal or less than 12", see hearth 
extension section on reverse. 

 

 

CORNER INSTALLATION 

  

LEGEND 

Combustible 
material allowed 
in this area  

Non-combustible 
material only in 
this area  

  

8" (200 mm) 
CHIMNEY 

5" (130 mm) FRESH AIR INLET 
(2) 

6" (152 mm) 
FORCED AIR KIT (3) 

ELECTRIC 
INLET (2) 

50 3/4" 
1288 
mm 

COMBUSTIBLE 

MIN* 

VARIABLE** 

WOOD 
STUD 

WOOD 
STUD 

METAL 

STUD 

VARIABLE** 

METAL 
STUD 
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FACING MATERIAL SHELF,  MANTLE, AND WALL PROJECTION 

  
 

HEARTH EXTENSION CONSTRUCTION AND DIMENSIONS 

OPTION #1 OPTION #2 OPTION #3 OPTION #4 OPTION #5 

  
 

   
Directly on the floor 

R-value ≥ 2.00 

Raised less than 8" 
from floor 

R-value ≥ 2.00 

On a more than 8" 
raised base 

R-value ≥ 2.00 

Raised between 8" and 12" 
from floor 

R-value ≥ 1.00 

Raised more than 12" 
from floor 

No R-value required 

 

 

LEGEND 

Combustible 
material allowed 
in these areas 

   

Non-combustible 
material only in 
this area 

 

Non-combustible 
floor protection 

 

Non-combustible 
floor covering 

 

  
 

3" 
76 mm 

84" 
2134 mm 

3" 
76 mm 

8" 
203 mm 

24" 
610 mm 

45° 

6" 
152 mm 

3" 
76 mm 

84" 
2134 mm 

52" 
1321 mm 

16" 
406 mm 

16" 
406 mm 

20" 
508 mm 

32" 
508 mm 

32" 
508 mm 

84" 
(2134 mm) 

84" 
(2134 mm) 

84" 
(2134 mm) 

Less than 8" More than 8" Between 8" and 12" More than 12" 

84" 
(2134 mm) 

84" 
(2134 mm) 

8" 
203mm 

VARIABLE 

Where R-value is 

required, refer to 

manual for equivalent 

insulation. 

 

Floor protection 

Floor covering 


