
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

      HARGROVE GAS LOGS 
        VARIABLE FLAME (SK-CMT-PO-RC) 

         COOL MOUNT SYSTEM 

       INSTALLATION INSTRUCTIONS 

FOR YOUR SAFETY 
 IF YOU SMELL GAS: 

  

1. OPEN WINDOWS 

 

2.  DON’T TOUCH 

ELECTRICAL SWITCHES 

 

3. EXTINGUISH ALL OPEN 

FLAMES 

 

4. IMMEDIATELY CALL YOUR 

GAS SUPPLIER 

This gas pilot safety valve provides 100% shut-off of 

both pilot and main burner gas supply in the event of 

pilot flame failure.  This valve is equipped with a 

manual gas control knob to provide for pilot lighting.  

It also has a control knob that controls flame height. 

 

If the pilot flame goes out during normal operation, or 

if there is insufficient pilot flame to provide proper 

thermocouple output, the safety valve will close, 

stopping the flow of all gas.  This valve is designed 

for use on all domestic heating gases up to ½” PSI. 

CAUTIONS 
 

1. This valve should be installed only by an 

experienced service technician trained in 

gas safety equipment. 

2. Turn off gas supply before installing 

valve. 

3. All piping must meet applicable local 

codes and ordinances and the national 

fuel gas code (ANSI Z233.1/NFPA NO. 

54) 

4. All wiring must meet applicable electrical 

codes and ordinances. 

5. Check out the complete system after 

installing the valve. 

6. Prior to installation, verify conformance 

with burner manufacturer’s installation 

instructions. 

7. Make sure all piping is free of foreign 

matter. 

FOR YOUR SAFETY 

 
DO NOT STORE OR USE GASOLINE 

OR OTHER FLAMMABLE VAPORS 

AND LIQUIDS IN THE VICINITY OF 

THIS OR ANY OTHER APPLIANCE. 

FLAMMABLE VAPORS MAY BE 

DRAWN BY AIR CURRENTS FROM 

OTHER AREAS OF YOUR HOUSE TO 

THIS APPLIANCE. 
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! WARNING ! 
Fire hazard.  Do not disassemble or attempt repair of this unit.  Disassembly, reassembly or internal 

adjustment could cause valve to malfunction, resulting in personal injury, death or property damage.  

If the control valve does not operate properly following installation or service, replace the unit. 

WARNING:  Valves may not shut off if flow is not 

in direction of arrow on valve body. 

WARNING:  Warranty is void if the CPC-C is 

installed behind the burner pan in the fireplace. 

(Fig. 1) 

      Parts List (Fig.2): 

NATURAL GAS PARTS 

1. SKC-C American Flame Safety Gas Valve 

2. RSTPB-18 Thermocouple & Pilot Burner Assembly  

3. SERVO Servo Motor 

4. 48-6 Brass 3/8”MIP X 3/8”FL 

5. 49-6 Brass 3/8”FIP X 3/8”FL 

6. FCNW-18 18” Non-Whistling Flex Connector 
 

 

 

1. 

Fig.2 

6. 

Parts Included In ST-CMT-PO 

SKC-C 

 

2. 

DO NOT INSTALL SKC-C BEHIND THE EMBER 
BURNER PAN IN THE FIREPLACE.  SKC-C 
MAY OVERHEAT. FOR BEST RESULTS 
POSITION PARELLEL WITH THE WALL OF 

THE FIREBOX. 

Fig. 1 

4. 

3. 

5. 

EMBER BURNER PAN 



BURNER INSTALLATION INSTRUCTIONS 
NATURAL GAS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

This gas valve should be installed according to the 

following instructions.  Check for gas leaks with a soap 

solution after completing installation. 

 

MAIN PIPING CONNECTIONS 

1. Be sure the main gas supply is shut off before 

starting the installation.  It should be located so 

that the gas control knob is easily accessible. 

2. Direction of gas flow is indicated by the 

directional arrow on the outlet boss. 

3. You should use new pipe, which is properly 

chamfered and reamed.  If you use old pipe, be 

sure it is clean and free of rust, scale, burrs, 

chips and old pipe joint compound. 

4. Apply pipe joint compound (pipe dope) that is 

approved for all gasses, only to the male 

threads of pipe joints.  Do not apply compound 

to first two threads.  Do not thread pipe too far. 

 

NOTE:  Applying pipe joint compound to pipe threads 

will prevent chips from passing into internal valve 

parts, since the pipe joint compound will collect and 

retain chips that are formed as the pipe is threaded into 

the body. 

 

5. If a vise or open-ended wrench is used to hold 

the control while installing piping, do not 

tighten excessively, as this may damage the 

control. 

 

COOL MOUNT INSTALLATION  See Fig. 3 

1. Attach the brass elbow 49-6-6Z2 (included in the 

Standard Burner Accessory kit box) into the pipe 

extending out of the Ember Burner Pan.  Make sure 

the flared end of the 49-6-6Z2 is facing toward the 

back of the Ember Burner Pan. 

2. Attach the FCNW-18 to the 49-6-6-Z2. 

3. Attach the other end of the FCNW-18 to the 49-6-6 

on the front of the cool mount assembly.(position the 

valve assembly parallel with the wall of the fireplace 

for optimal results) 

4. Use (2) #8X1/2 screws (not shown) to attach the 

RSTPB-18 pilot assembly to the backside of the 

burner pan in the pre-drilled holes.  Attach the pilot 

so that the pilot burner is above the back wall of the 

burner pan. 

 

PILOT GAS CONNECTION 

Install the silver tubing from the RSTPB-18 in the pilot gas 

tapping, turning until finger-tight.  Slowly tighten the fitting 

until a slight “give” is felt.  Then tighten an additional 1 ½ 

turns. 

THERMCOUPLE CONNECTION 

The thermocouple connector should be clean for good 

electrical contact.  Run the thermocouple nut into the 

thermocouple connection as far as possible by hand.  Then set 

the nut with ¼ to ½ additional turn. 

 

BACK VIEW OF EMBER BURNER SK COOL MOUNT INSTALLATION 

NATURAL GAS 

Fig. 3 

CONTROL KNOB 

SKC-C 

PILOT GAS 
CONNECTION 

THERMOCOUPLE 
CONNECTION 

SERVO 

49-6-6(outlet to burner) 

WIRES TO REMOTE 

48-6 (inlet for gas supply)  
49-6-6Z2 (included in gas log accessory kit) 

RSTPB-18 FCNW-18 

EMBER 
BURNER 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 


